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It is almost technically impossible to design a LID outlet structure to meet the 8% of the 2-yr flow
duration standard. Even with a stand pipe and bottom orifice (which most LIDs do not have) 8% of the
2-yr flow is very difficult to meet and will probably require an outlet control orifice smaller than the 1/2-
inch minimum orifice diameter limitation. My experience modeling LIDs is that LIDs by themselves
rarely meet Ecology's flow control standard minimum threshold of 50% of the 2-year flow. The
exception is when you can get 100% infiltration with a LID (for example, porous pavement). However,
the vast majority of the time it will be necessary to add a conventional stormwater control facility
downstream of the LID to achieve compliance with the flow control standard. As a result, there really is
no technical reason why Ecology should require a LID performance standard that is any different than
the existing flow control standard (50% of the 2-yr to the 50-yr).
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It is almost technically impossible to design a LID outlet structure to meet the 8% of the 2-yr flow
duration standard. Even with a stand pipe and bottom orifice (which most LIDs do not have) 8% of the
2-yr flow is very difficult to meet and will probably require an outlet control orifice smaller than the 1/2-
inch minimum orifice diameter limitation. My experience modeling LIDs is that LIDs by themselves



rarely meet Ecology's flow control standard minimum threshold of 50% of the 2-year flow. The
exception is when you can get 100% infiltration with a LID (for example, porous pavement). However,
the vast majority of the time it will be necessary to add a conventional stormwater control facility
downstream of the LID to achieve compliance with the flow control standard. As a result, there really is
no technical reason why Ecology should require a LID performance standard that is any different than
the existing flow control standard (50% of the 2-yr to the 50-yr).
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